
  

CN-TDS-2404-01-BIF203 

 

╕  Adhesive                               

  

 Black PET Film 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Test Item 

 
Test Method 

ᵝ 
Unit 

ῖ ṿ Typical Value 

BIF203 4030S 

▫ 1 
Peel Strength 90° 

IPC-TM-650,No.2.4.9 
Method A 

N/mm 1.5 

 
Dimensional Stability 

IPC-TM-650,No.2.2.4 
Method A 

% MD:-0.37̕TD:-0.55 

ᵈ  
Elongation 

IPC-TM-650,No.2.4.19 % MD:105̕TD:94 

ᵈ  
Tensile Strength 

IPC-TM-650, No2.4.19 MPa  MD:121̕TD:140 

ᵣ  
Volume Resistivity IPC-TM-650,No.2.5.17 Mß-cm 6.8×108 

 
Surface Resistance IPC-TM-650,No.2.5.17 Mß 3.5×104 

 
Dielectric Strength 

IPC-TM

TM
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CN-TDS-2404-01-BIF203 

 

 

 

 

 

 

 

BIF203 40 30 

╕ Adhesive Thickness: 30 - 30ëm; 

PET PET film Thickness: 40 - 100ëm 

PET ֟ Shengyi Halogen-free Coverlay 

Designation  
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֟ ף Product Code Description 

 

ᴆSTORAGE CONDITION 

 

ץ  15-25°Cȁ 40-70% ῤ̆ ҹΈҩ Ȃ 

Stored in the room of dryness . Six months when stored in the original packaging at 15-25°C and 40~70% 

RH.  

 

PRESS PROPOSE 

BIF203  无卤黑色 PET 绝缘胶膜 

 BIF203   Halogen-free Black PET insulation bonding sheet  

 

 

 

 

Ҍ ֟ ᵬ Ȃ 
The parameters of pressure need to be adjusted according to different equipment and product 
specifications. 

PURCHASING INFORMATION 

 
֟ 980+2/-0mm̆ 100+2/-0 ̕ῒ ȁ Ȃ 
BIF201 is supplied in rolls and standard width of 980+2/-0mm. Roll length is 100+2/-0m. Other 
sizes could be available upon request. 


